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Purpose of the Study: Falls are a major problem for the elderly people leading to injury, 
disability, and even death. An unobtrusive, in-home sensor system that continuously 
monitors older adults for fall risk and detects falls could revolutionize fall prevention and 
care.
Design and Methods: A fall risk and detection system was developed and installed in the 
apartments of 19 older adults at a senior living facility. The system includes pulse-Doppler 
radar, a Microsoft Kinect, and 2 web cameras. To collect data for comparison with sensor 
data and for algorithm development, stunt actors performed falls in participants’ apart-
ments each month for 2 years and participants completed fall risk assessments (FRAs) 
using clinically valid, standardized instruments. The FRAs were scored by clinicians and 
recorded by the sensing modalities. Participants’ gait parameters were measured as they 
walked on a GAITRite mat. These data were used as ground truth, objective data to use 
in algorithm development and to compare with radar and Kinect generated variables.
Results: All FRAs are highly correlated (p < .01) with the Kinect gait velocity and Kinect 
stride length. Radar velocity is correlated (p < .05) to all the FRAs and highly correlated  
(p < .01) to most. Real-time alerts of actual falls are being sent to clinicians providing 
faster responses to urgent situations.
Implications: The in-home FRA and detection system has the potential to help older 
adults remain independent, maintain functional ability, and live at home longer.

Key words: Falls, Fall risk, Fall detection, Automated algorithms

The Gerontologist, 2015, Vol. 55, No. S1, S78–S87
doi:10.1093/geront/gnv044

Research Article

 at U
niversity of M

issouri-C
olum

bia on June 8, 2015
http://gerontologist.oxfordjournals.org/

D
ow

nloaded from
 

mailto:rantzm@missouri.edu?subject=
http://gerontologist.oxfordjournals.org/


Older adults want to remain at home for as long as possible 
(Marek & Rantz, 2000; Rantz, Marek, Aud, et al., 2005). Falls 
are a major problem for the elderly people leading to injury, dis-
ability, and loss of independence. One in three people aged 65 
and older falls each year and falls are the leading cause of both 
fatal and nonfatal injuries (Centers for Disease Control and 
Prevention, 2014). In 2000, the cost to treat fatal and nonfatal 
falls was more than $19 billion (Stevens, Corso, Finkelstein, 
& Miller, 2006). Falls are often a symptom of some other 
underlying impending health problem or decline in physical 
function (Woolrych et al., 2014; Zecevic, Salmoni, Speechley, 
& Vandervoort, 2006) that can be detected by increasing risk 
of falls and may be amenable to intervention. Researchers 
have assessed fall risk and provided interventions aimed at 
reducing falls. In other studies, participants usually perform 
a multifactorial risk assessment that may be time consuming. 
Furthermore, these assessments are usually done infrequently 
for community-dwelling older adults (Perell et al., 2001).

Another approach is the use of a continuous, unobtru-
sive, automated in-home fall risk assessment (FRA) and 
detection system that could alert health care providers to 
increasing fall risk and actual falls. This approach allows 
for timely interventions that can help older adults maintain 
functional ability and reduce medical expenses. Researchers 
at the University of Missouri (MU) Center for Eldercare 
and Rehabilitation Technology developed and tested a FRA 
and detection sensor system in the homes of elderly partici-
pants with promising results. Results of validation analyses 
and clinical utility of the system are presented.

In our study, an automated in-home FRA and detection 
sensor system was installed in apartments of 19 older adults 
at TigerPlace, a senior living community. The goal was to cap-
ture as many clinically valid fall risk measures as possible, 
including walking speed, and reliably detect actual falls. Prior 
research indicated that a key variable of FRA is gait veloc-
ity (speed). Walking speed has been shown to be a risk factor 
for disability, cognitive impairment, institutionalization, falls, 
and mortality (Abellan van Kan et al., 2009). Walking speed is 
such a reliable and sensitive measure that it was recently rec-
ommended to be the sixth vital sign (Fritz & Lusardi, 2009).

To validate the FRA and detection sensor system, 
“ground truth” data were collected. Ground truth data are 
objective measures used in algorithm development and for 
comparison with variables derived from sensor data. In this 
study, clinically valid, standard FRAs, variables from the 
GaitRITE mat (an electronic walkway that measures tem-
poral and spatial gait parameters), and real falls performed 
by stunt actors in participants’ apartments were used as 
ground truth. The stunt actor falls in the actual living envi-
ronment of elders were vital in the development of a system 
that reliably captures actual falls and alerts clinical staff 
that a person has fallen.

TigerPlace is an independent senior living community 
operated by Americare Systems, Inc., Sikeston, MO, and the 
Sinclair School of Nursing. Home care aides are on site 24 
hours per day, 7 days per week to assist with on-going daily 
care needs and urgent situations. In addition, an registered 
nurse care coordinator staffs the wellness center 5 days per 
week and is on call 24/7 to triage health conditions. A licensed 
master’s prepared social worker is available to provide psy-
chosocial care and support to residents. Residents may pay 
privately for additional home care services including medica-
tion management or personal care services such as bathing 
or dressing (Rantz, Phillips, Aud, et al., 2011).

Design and Methods

Sample
Nineteen participants (9 men, 10 women) agreed to par-
ticipate in this research. The 19 participants occupied 16 
apartments at TigerPlace. The average age of the research 
participants at the time of the sensor system installation 
was 87 (age range 67–98). There were 3 couples and the 
rest of the participants were single. All participants were 
Caucasian; all signed MU IRB informed consent and 
agreed to participate in the research. Electronic data from 
the sensor systems were collected for 2 years, 24 hours per 
day, 7 days per week. For the radar and Kinect, the aver-
age length of install was 478 days or 1.3 years. The range 
is 62 days (0.17 years) to 1,057 days (2.9 years); 14 people 
had radar installed for 1 year or more.

In-home FRA and Detection Sensor System

The sensor system consisted of pulse-Doppler radar, a 
Microsoft Kinect, and two web cameras as a part of a more 
complete sensor network for in-home use (see Figure  1). 
A  total of 10 systems were used for 2  years or more in 
apartments at TigerPlace. The radar and the Kinect systems 
are set up to detect motion within their fields of view. For 
fall detection specifically, the radar system produces radar 
signals (electronic wave forms) and employs signal pro-
cessing techniques that detect sudden changes in motion 
and then filter out false alarms like sudden door closing 
or housekeeping activities. The Kinect system produces 
images in three-dimensional space, uses machine learning 
approaches to detect falls, and has fewer errors because it 
can differentiate sudden motion between different direc-
tions (e.g., lateral motion vs vertical motion). However, it 
faces challenges due to occlusions in the form of furniture 
that may obstruct the sensor’s field of view so that it may 
not be able to “see” the falls. In contrast, the radar sys-
tem has the advantage of “seeing” through furniture. Web 
cameras used as a two-camera system are typical cameras 
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producing images such as traditional video as well as 
anonymized images in three-dimensional space.

 The radar was deployed in a decorative wooden box 
located next to the front door (see Figure 2). The Kinect 
was installed on a shelf near the ceiling above the door-
way leading to the interior hallway of the building (see 
Figure 3). Computers for collecting the sensor data were 
located in a cabinet over the refrigerator, a convenient 
location for installing a power source and network port 
because kitchens are located near the front door. To pro-
tect the privacy of participants, only the nonidentifiable, 
three-dimensional, ghost-like depth image from the Kinect 
is recorded. The depth image is an image in which each 
pixel is associated with a distance from the camera (Rantz, 
Skubic, Abbott, et  al., 2013; Stone & Skubic, 2011a, 
2013a). The web cameras were installed on orthogonal 
walls in the living room; our research team has used these 
cameras in other studies to collect nonidentifiable silhou-
ette images for analysis of gait parameters (Wang, Skubic, 
Abbott, & Keller, 2010). For purposes of this study, they 
were only used during times each month when research 
staff performed FRAs with each participant in their apart-
ment. At that time, actual video images were collected for 
ground truth of the assessments from two points of view, 
so scores of the assessments could be validated for reliabil-
ity. At no time was streaming video collected.

The initial radar and Kinect systems were configured and 
validated in the Eldertech engineering laboratory at the MU 
before being installed in the apartments at TigerPlace (Rantz, 
Skubic, Abbott, et  al., 2013). Fifteen adults (8 women, 7 
men; ranging in age from 23 to 67, mean age 56.5) from 
the community completed the FRA protocol while data were 

collected from the radar and Kinect systems simultaneously 
as participants walked on a GAITRite mat at two different 
speeds (normal and slow). The GAITRite (http://www.gai-
trite.com) is an electronic walkway that measures temporal 
and spatial gait parameters, such as velocity, step length, and 
stride length. The GAITRite also produces the functional 
ambulation profile (FAP) score (range 0–100) that incorpo-
rates specific time and distance parameters to assess overall 
performance of locomotion (Nelson, 1974). The FAP score 
has been found to differentiate fallers and nonfallers (p < 
.05; Nelson et al., 1999).

Initial algorithms were developed to extract gait parame-
ters from the Kinect and Radar data using data collected in the 
engineering laboratory. MU engineering faculty and students 

Figure 1. Sensor network.

Figure 2. Radar installed in apartment.
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constructed algorithms to extract gait velocity, stride length, 
and stride time from the Kinect data (Stone & Skubic, 2011a, 
2013a). Algorithms to extract gait parameters of velocity and 
stride time from the radar data were created by collaborators 
at the General Electric Global Research Laboratories (Cuddihy 
et al., 2012; Phillips et al., 2012; Yardibi et al., 2011).

Initial fall detection algorithms were developed using 
falls performed in the laboratory by stunt actors (Liu, 
Popescu, Ho, Skubic, & Rantz, 2012; Liu et  al., 2011; 
Stone & Skubic, 2015). Two stunt actors performed two 
protocols, the fall protocol (21 falls from four positions) 
and the false positive protocol (14 different motions) 4 
times to provide adequate initial data. These protocols 
were developed by clinicians on the research team to be 
representative of the range of falls by elders, regardless of 
the underlying cause of the fall, such as slipping, tripping, 
rolling from a couch or bed, falling from a chair, or from 
standing positions from episodes of loss of consciousness 
(Rantz, Aud, et al., 2008).

In-Home Data Collection

FRAs With Instruments Commonly Used in Clinical 
Practice
Ground truth, or the reference labels of the training and 
validation data for machine learning techniques, was neces-
sary to develop and validate the automated in-home FRA. 
This process required having acceptable “standards” for 
comparison and development of automated algorithms for 
the technology to apply to the on-going data collected from 
in-home sensors.

To provide ground truth data for fall risk, each par-
ticipant performed a FRA in their apartment each month 
for 2  years. The FRA consisted of 6 standardized clini-
cal assessment instruments commonly used in geriatric 
FRA, all with known, acceptable validity and reliability: 
Timed Up and Go (TUG; Podsiadlo & Richardson, 1991; 
Shumway-Cook, Brauer, & Woollacott, 2000); Single 
Leg Stance (SLS; Vellas et  al., 1997); Berg Balance Scale 
(BBS-SF; Berg, Wood-Dauphinee, Williams, & Maki, 
1992); Short Physical Performance Battery (SPPB; Guralnik 
et al., 1994), Functional Reach (FR; Newton, 2001); and 
Habitual Gait Speed (HGS; Bohannon, 1997; Fransen, 
Crosbie, & Edmonds, 1997). The FRAs were facilitated 
and scored by a clinician and simultaneously recorded by 
the sensing modalities. The first FRA was completed on 
June 27, 2011, and the last assessment was concluded on 
July 31, 2013. A rolling enrollment maintained continuous 
data collection, resulting in the number of FRAs varying 
by participant as people were discharged from the study 
and others were admitted. Rolling enrollment also resulted 
in varying numbers of apartments in which participants 
lived, amount of sensor data, and FRAs available for the 
analyses. Two participants (one couple) withdrew from the 
study because they did not like the appearance of the radar 
box in their apartment; others were discharged due to their 
leaving TigerPlace. A total of 239 FRAs were collected; the 
number of FRAs ranged from 1 to 25 (mean 12.6 assess-
ments per participant).

Additional ground truth for FRA was collected using 
the GAITRite. Each participant walked on the GAITRite 
mat at least every 6 months, some more frequently. Velocity, 
step length, and stride length and the FAP score were col-
lected for each participant.

Fall Detection
To provide ground truth for falls, actual falls need to be 
collected in the in-home environment, as well as nonfall 
motions. Because naturally occurring falls are not frequent 
enough in the typical homes of older adults to capture 
adequate training data for algorithm refinement, trained 
stunt actors performed falls in each participant’s apartment 
with the sensing modalities each month during the 2-year 
data collection. Trained stunt actors were used to generate 
adequate data and to protect the older adults. The stunt 
actors were trained based on actual falls older adults com-
monly experience including loss of consciousness, slip and 
trip, and loss of balance. Each fall was done on protective 
padding to ensure actor safety. The stunt actors performed 
a minimum of four different falls from the fall protocol 
each month in each apartment. A  total of 174 sequences 
of fall protocols (a minimum of 4 falls per sequence for 
a total of 882 falls) were collected in 14 apartments; they 

Figure 3. Kinect installed in apartment.
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also performed the nonfall (false positive) protocol that 
included actions like stooping down to plug in an electri-
cal appliance and picking an object up off the floor from a 
seated position, in each apartment monthly to provide false 
positive data for refinement of fall detection algorithms.

Data Analysis

Fall Detection
Data analysis for refinement of fall detection algorithms 
was iterative, beginning with data collected in the engineer-
ing laboratory and progressive as the falls and false posi-
tive data were collected by Kinect and radar sensors in the 
apartments in TigerPlace. Engineering researchers tested 
a variety of feature selection, signal processing and clas-
sification methods in an effort to develop algorithms with 
high reliability of fall detection and a low false alarm rate 
(Liu et al., 2011). Positioning of the radar was tested both 
in the laboratory and in TigerPlace, with the deployment 
of radar sensors placed above some bathroom and living 
room ceilings in the attic; ceiling positioning was found to 
be more reliable than floor or wall mounted for fall detec-
tion (Liu et al., 2012). Fusion of data from both radar and 
motion sensors has promise for improving false alarm rates 
of radar alone (Liu, Popescu, Skubic, Rantz, & Cuddihy, 
in press; Liu, Popescu, Skubic, & Rantz, 2014). Additional 
development and testing of radar to improve reliability and 
further reduce false alarm rates is needed.

For Kinect, the fall detection algorithms were informed 
by the team’s research using other vision-based, but privacy 
protecting image processing for passive activity monitor-
ing in elder housing (Stone & Skubic, 2011b). A two-stage 
fall detection algorithm was ultimately developed in which 
the first stage of the detection system characterizes a per-
son’s vertical state in individual depth image frames and 
then segments “on-ground events” from the vertical state 
obtained by tracking the person over time. The second stage 
uses an ensemble of decision trees to compute a confidence 
that a fall preceded an on-ground event (Stone & Skubic, 
2015). With the progress of the iterative improvements for 

the Kinect algorithm, it was possible to implement the sys-
tem for real-time fall detection with e-mail alerts to staff 
of TigerPlace and the research team near the end of data 
collection, in August 2013. Data collection with Kinect was 
extended as staff did not want the system removed. See 
Figure 4 for images of an actual fall of an elder resident.

In-Home FRA
To validate the performance of the in-home FRA sensor 
system, ground truth data (FRAs and GAITRite variables) 
are compared with radar and Kinect generated gait vari-
ables. For all of the analyses, a weighted correlation coef-
ficient (Bland & Altman, 1994) was used to accommodate 
for the fact that some participants contribute multiple 
observations to the data. There is no correction for mul-
tiple testing; therefore, p values of .01 or less are regarded 
as significant.

All participants had multiple monthly FRAs and most 
had several GAITRite walks (approximately 3- to 6-month 
intervals) but the two evaluations did not occur on the same 
day. Thus, for each participant, their GAITRite dates were 
paired with the FRA that was closest in time. The correla-
tions in Table 1 are based on 17 participants and 32 paired 
observations. The median number of days between FRA 
and GAITRite was 7 with a range of 6–44 days. The num-
ber of participants is reported as 17 because two couples 
were participants among the 19 total participants. In the 
case of couples, the FRA and GAITRite data were averaged 
to the apartment level and then correlated with the radar 
data because radar is unable to distinguish between two 
individuals residing in the same apartment. However, aver-
aging for couples is not needed for Kinect data, as Kinect 
is able to distinguish between couples using differences in 
height or distinguishing features of gait.

Results

Four Key Comparisons With Ground Truth
First, the FRA measures used in the monthly data collec-
tion were compared with GAITRite velocity and FAP. This 

Figure 4. Three sequential depth images from the Microsoft Kinect showing an actual elderly resident fall in an apartment. The figure can be seen in 
contrasting color in the center of the images. The resident uses a walker.
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is an important validation step to determine the validity of 
the FRA instruments selected in the study. The accuracy of 
GAITRite is used in this comparison as the “gold standard” 
ground truth. GAITRite velocity and FAP correlations were 
estimated with the FRA measures as shown in Table  1. 
All of the correlations are in the expected direction. The 
GAITRite velocity correlates significantly (p < .01) with the 
HGS, BBS-SF, TUG, and SPPB. The FAP was highly corre-
lated with the SPPB.

Second, FRA measures were compared with gait vari-
ables derived from the Kinect and radar data. In this com-
parison, the FRA measures are used as the “gold standard” 
ground truth with the data from the Kinect and radar tech-
nologies. The results are displayed in Table 2. For correla-
tions of Kinect and FRA variables, it was possible to match 
each FRA date to the same day of Kinect data. The Kinect 
variable correlations are based on 203 paired observations 
from 18 individuals. As previously explained, the radar sys-
tem does not distinguish between the individual residents 
in dual occupant apartments. Thus, to correlate the radar 
variables with FRA variables, the FRA variables for a given 
date and apartment are the average of the two occupants. 
The FRA and Radar data are then merged by apartment 
and date. The correlations in Table 2 for the radar variables 
are derived from 138 paired observations in 14 apartments.

Velocity calculated from the Kinect data was signifi-
cantly (p < .01) correlated with all of the FRA measures. 

Velocity as measured by the radar was significantly cor-
related with FR, TUG, SPPB, and SLS eyes closed (p < .01). 
Radar velocity was also correlated (all p values < .04 but 
not reaching <.01) with the HGS, BBS-SF, and SLS eyes 
open. Stride length as derived from the Kinect was also sig-
nificantly correlated with all of the FRA measures (p < .01). 
Stride time as calculated by the Kinect produced only one 
significant result, SPPB (p = .004), when compared with the 
FRA measures. Radar stride time did not correlate with any 
of the FRA measures.

Third, GAITRite ground truth measure of velocity and 
FAP was compared with the gait variables derived from the 
Kinect and radar data. A total of 17 participants had both 
GAITRite and Kinect data but 2 were beyond the limit of 
a month interval. The Kinect correlations in Table  3 are 
from 21 observations on 15 unique individuals in 13 apart-
ments meeting this requirement. For the radar data, the 
GAITRite variables were averaged to the apartment level 
for dual occupancy cases and then merged with the radar 
data by apartment and data. There were nine observations 
from nine apartments for which GAITRite and radar dates 
were able to be matched. GAITRite velocity was signifi-
cantly correlated (p < .01) with stride length derived from 
the Kinect data. GAITRite velocity was also correlated with 
Kinect velocity (p =  .029 but not reaching <.01). Neither 
the radar stride time nor velocity variables correlated with 
the GAITRite measures.

Table 2. Correlations Between Fall Risk Assessments (FRAs) and Kinect and Radar Variables

Pearson’s weighted correlation (p value)

FRAs Kinect stride time Kinect stride length Kinect velocity Radar stride time Radar velocity

N 18 18 18 15 15
Habitual Gait Speed .43 (.076) −.76 (<.001)** −.70 (.001)** .14 (.627) −.54 (.039)*
Functional Reach −.34 (.170) .77 (<.001)** .65 (.003)** −.13 (.652) .67 (.006)**
Berg Balance Scale −.56 (.017)* .76 (<.001)** .78 (<.001)** −.01 (.982) .62 (.015)*
Timed Up and Go .55 (.017)* −.78 (<.001)** −.78 <(.001)** .22 (.440) −.66 (.008)**
Short Physical Performance Battery −.64 (.004)** .78 (<.001)** .83 (<.0001)** −.08 (.771) .70 (.004)**
Single Leg Stance (eyes open) −.49 (.040)* .59 (.011)* .65 (.004)** −.13 (.638) .63 (.013)*
Single Leg Stance (eyes closed) −.46 (.055) .64 (.004)** .65 (.003)** −.16 (.578) .65 (.008)**

Note: *p < .05. **p < .01.

Table 1. Correlations Between GAITRite Velocity and Functional Ambulation Profile (FAP) and Fall Risk Assessments (N = 17)

Pearson’s weighted correlation (p value)

GAITRite Habitual  
Gait Speed

Functional 
Reach

Berg Balance 
Scale

Timed Up  
and Go

Short Physical 
Performance 
Battery

Single Leg Stance 
(eyes open)

Single Leg Stance 
(eyes closed)

Velocity −.79 (<.001)** .44 (.078) .61 (.009)** −.67 (.004)** .79 (<.001)** .34 (.180) .26 (.312)
FAP −.41 (.102) .40 (.108) .46 (.062) −.32 (.206) .55 (.022)* .44 (.080) .44 (.077)

Note: *p < .05. **p < .01.
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Fourth, as a final step, the Kinect gait variables were 
compared with the radar gait variables. To estimate the cor-
relations between the Kinect and radar variables, Kinect 
variables are the average for the two occupants in dual 
occupant apartments, as radar must be averaged because it 
cannot distinguish between occupants. After averaging the 
Kinect data, it is merged with the radar data by apartment 
and date. The correlations in Table 4 are based on 3,942 
observations from 15 apartments. Radar velocity was sig-
nificantly correlated in the expected direction with Kinect 
stride time and velocity (p < .01). Radar velocity was also 
correlated with the Kinect stride length (p = .017 but not 
reaching <.01). Radar stride time performed poorly and did 
not correlate with any of the Kinect variables. In fact, all of 
the radar stride time correlations are in the opposite direc-
tion than expected.

Fall Detection Using Kinect and Radar

Radar false alarm rates for fall detection when the radar is 
located near the floor were widely variable from apartment 
to apartment, ranging from one every 3 days to four per 
hour, clearly unacceptable for real-time fall detection in a 
living environment (Liu et al., in press). Better performance 
was achieved with ceiling radar installed in the attic above 
the apartment ceiling and using a different algorithm, with 
100% detection and less than two false alarms per day 
when the resident is alone in the apartment (Su, Ho, Rantz, 
& Skubic, 2015). The ceiling location appears promising. 
However, the current approach of placement of the sensor 
in the attic area limits the practicality of continuous usage 
in living environments. Additional research and develop-
ment is needed for wide-scale application of the radar sen-
sor for fall detection.

With iterative improvements, the Kinect algorithms 
achieved high reliability: 98% detection with one false 
alarm per month (Stone & Skubic, 2015). Real-time 
fall detection with automated alerts e-mailed to staff of 
TigerPlace and members of the research team was so suc-
cessful with staff and residents that the system has been 
implemented as an important feature in the integrated sen-
sor system for early detection of health changes (Rantz, 
Skubic, Miller, et al., 2013).

Continuous In-Home Assessment of Fall Risk

Automated algorithms track three features of fall risk con-
tinuously: gait velocity, stride length, and stride time. Using 
multiple features and models, the algorithm developed can 
correctly differentiate the primary occupant or in the case 
of couples, it can differentiate between each person (Stone 
& Skubic, 2013a, 2013b). Trends in the gait parameters are 
computed with a sliding window over time so that changes 
in the gait and fall risk are graphed over time for clinician 
interpretation and potential interventions for improvement. 
A web-based interface displays this gait information for cli-
nicians, caregivers, and residents to visualize and interpret 
readily. Automated alerts of changes in gait and fall risk 
are sent to clinicians and caregivers and may be sent to the 
older person, according to their preference.

Discussion

An in-home FRA and detection sensor system with radar 
and Kinect sensors was developed and deployed for 2 years 
of data collection in the private apartments of 19 older 
adults. Extensive monthly data collection of well-known 
FRA measures administered by clinical research staff pro-
vided the “ground truth” for comparison of the accuracy 
of the FRA sensor system developed in the study. FRA 
data were systematically evaluated to assure the sensor 
system would be a robust measure of fall risk, making 
risk assessment an everyday part of one’s life, rather than 
an infrequent event when seeking health care services for 
some health concern. All of the correlations with the “gold 
standard” ground truth of GAITRite are in the expected 

Table 3. Correlation Between GAITRite Velocity and Functional Ambulation Profile (FAP) and Kinect and Radar Variables

Pearson’s weighted correlation (p value)

GAITRite Kinect stride time Kinect stride length Kinect velocity Radar stride time Radar velocity

N 15 (individuals) 15 (individuals) 15 (individuals) 9 (apartments) 9 (apartments)
Velocity −.15 (.589) .67 (.006)** .56 (.029)* −.507 (.164) .235 (.542)
FAP −.09 (.755) .46 (.083) .40 (.142) −.232 (.548) .297 (.438)

Note: *p < .05. **p < .01.

Table 4. Correlation Between Radar and Kinect Variables 

(N = 15 Participants)

Pearson’s weighted correlation (p value)

Radar Kinect stride 
time

Kinect stride 
length

Kinect 
velocity

Stride time −.28 (.321) .26 (.347) .29 (.296)
Velocity −.67 (.006)** .61 (.017)* .71 (.003)**

Note: *p < .05. **p < .01.
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direction with the seven FRAs collected in this study; those 
involving gait (HGS, TUG, and SPPB) were highly corre-
lated (p < .01) as was the BBS-SF, commonly used in clinical 
evaluation of balance.

For radar, velocity is highly correlated in the expected 
direction with four of the seven FRAs (FR, TUG, SPPB, and 
SLS eyes closed); however, radar stride time is not correlated 
with any of the FRAs. For Kinect, both velocity and stride 
length are both highly correlated in the expected direction 
with all seven FRAs and stride time is with the SPPB.

The less robust results for radar are a likely reflection 
of the algorithmic challenges with the radar signals for 
reliable automated FRA. The researchers made progress 
with improving the accuracy of walking speed estimation 
and making methodological adjustments to the estimate 
for correcting the effect of the wide variety of walking 
angles that occur in the living environment (Rui, Chen, Ho, 
Rantz, & Skubic, 2014). It is possible to improve perfor-
mance by putting environmental constraints in place that 
would “force” routine daily walking toward or away from 
the radar sensor, the most precise way to obtain consist-
ently comparable signals. This routine would be counter-
productive to the goals of developing sensors that can be 
unobtrusive to the living patterns of the people using them. 
However, existing constraints such as hallways could be 
used if already present. Additionally, we were not success-
ful at identifying other features in the signals that could 
be used to distinguish between multiple people living in 
the same apartment. Identifying such features could be the 
focus of future research. Finally, radar cannot capture spa-
tial parameters and therefore limits the number of fall risk 
measures it can assess.

The radar has shown some promise in detecting actual 
falls (Su et al., 2015). The radar was installed in the ceil-
ing above the bathroom in several apartments, where 
privacy is the utmost concern and moisture may prohibit 
performance of other sensor options. However, the radar 
fall detection system has never been implemented real time 
with alerts sent to clinicians in TigerPlace because of a high 
false alarm rate. Additional work is needed on this system. 
We think the radar has good potential with further research 
and development that will require small unobtrusive pack-
aging of the device so it can be installed on the ceiling, not 
in the attic. Other issues to be resolved include accessing 
power in an unobtrusive way in that location and more 
extensive data collection in a variety of settings. Radar is 
a particularly appealing solution for private areas such as 
bedroom or bathroom, where images, regardless of their 
anonymity, may be unacceptable to those living with the 
sensors.

Kinect automated measurement of velocity and stride 
length were both highly correlated with all FRAs and stride 

time was correlated with most FRAs in this 2-year data col-
lection period. Having continuous measurement and auto-
mated analysis of gait has not been previously available, so 
we now have access to new, more finely grained informa-
tion that could be used to predict risk of falls and overall 
function. In additional analyses, a new metric of average 
in-home gait speed is proposed as a more accurate and 
precise way to continuously monitor for changes in overall 
mobility and risk of falls (Stone, Skubic, Rantz, Abbott, & 
Miller, 2015). Traditional assessment of increasing fall risk 
or impairments in mobility are infrequent, at best. In-home 
automated assessment of fall risk could provide informa-
tion for proactive interventions that are keys to maintain-
ing strength and independence through the end of life, a 
common goal of many older adults and their families.

Based on the positive results from this study, real-time 
in-home automated fall detection and FRA using Kinect 
generated gait measures were implemented in August 2013, 
in TigerPlace. Real-time fall alerts are sent to the TigerPlace 
nursing care coordinator, social worker, nursing assistant 
staff, and the research staff. False alarms generated by pets 
jumping from furniture or objects dropped on the floor were 
analyzed and incorporated in the fall detection training to 
reduce false alarms from these challenging events (Stone 
& Skubic, 2015). The current false alarm rate of one per 
month is an acceptable rate for clinicians. Staff and research-
ers receive an e-mail alert of the fall with a link to a short 
video of the depth images for a few seconds before and after 
the event that triggered the alarm. They can easily view the 
anonymous images and determine if the alert is from a fall or 
a false alarm. This process avoids the unnecessary interrup-
tions of people’s lives when they have not fallen. Similarly, 
Kinect is being used to automatically track gait param-
eters so alerts of increasing fall risk can alert staff to subtle 
changes. A web-based interface displays gait information for 
clinicians, caregivers, and residents. A  limitation of Kinect 
is that depth images can be reliably processed for a room 
about 20 feet in depth, so positioning is important to get a 
nearly complete view of the room. Large spaces will require 
careful placement of multiple Kinects when attempting to do 
automated fall detection in a larger environment. The ghost-
like depth images protect privacy and are acceptable to resi-
dents; however, at TigerPlace, we have limited the location 
of Kinect to the general living area of each apartment where 
most falls occur and where the best paths for gait data for 
automated FRA can be collected in that particular setting.

Expansion into 13 assisted living sites is currently 
under way in a larger study using health alerts (NINR 
5R01NR014255, M.  J. Rantz, PI). Health alerts are gen-
erated from a combination of environmentally embedded 
sensors that have been successfully pilot tested for early 
illness detection in TigerPlace (Rantz, Skubic, Koopman, 
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et  al., 2012). The sensor networks include real-time in-
home automated fall detection and FRA using Kinect. 
Commercialization of the sensor network is also in progress 
and systems are anticipated to be affordable for deployment 
in senior housing, assisted living as well as private homes.

Limitations of this study include the relatively small 
sample size of only 19 participants, the single study site, 
and the limited collection of the GAITRite ground truth 
data. A larger sample of users in diverse settings is needed 
to validate the results. More frequent GAITRite assess-
ments would have provided more data for comparisons. 
Future efforts will concentrate on the use and refinement of 
algorithms using Kinect for in-home, continuous FRA and 
real-time fall detection in a variety of settings.

Conclusion

A real-time in-home automated fall detection and FRA 
sensor system was successfully developed following 
2 years of continuous data collection for refinement and 
validation of the system in the private apartments of 19 
older adults. Today, the system is deployed and operating 
real time in more apartments at TigerPlace and in several 
other locations in senior housing in Missouri. Automated 
algorithms developed and validated during the study con-
tinuously monitor for increasing risk of falls as well as 
reliably detect and alert staff or others when a fall occurs. 
Some older adults are benefiting by living with the auto-
mated sensor system. With further deployment and refine-
ment, the system has the potential to help numerous older 
adults remain independent, maintain functional ability, 
and live at home longer; exactly what they tell us they 
want.
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